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5½” 2-way Signature Car Audio kit 
 

                          ScanSpeak is a new initiative from us to give you inspiration and ideas on how to get the best 

sound in your car. The 5½” High-End 2-way speaker system will give you the optimum performance in any 

car and will outperform any factory installed speaker system. The ¾” soft dome tweeter combined with the 

deeper and more controlled bass from the 5½” woofer, will give you a more natural sound with better 

voicing and bass volume in sound reproduction. 

 

The 2-way signature speaker system features a ¾” dome tweeter D2004/602000 and a 5½” midwoofer 

15W/4531G00 for each channel. As an alternative you can choose the ¾” Ring radiator R2004/602000 

instead of the soft dome D2004/602000.  

                      
 

 

System specifications: 

 Effective frequency range: 40 Hz - 40 kHz  

 Sensitivity:  87 dB 1W/1m  

 Long Term Max Power:  150 Wrms 

 Short Term Max Power:  300 Wrms 

 Impedance:  4 Ohm 

You have the option to adjust the sound level of 

the tweeter. This is done by adjusting the value of 

resistor R1 as shown below. 
 

It can be nescersary to invert the signal for the 

tweeter to obtain phaselinkage with the woofer, if 

a decrease in acoustical power near crossover 

point is experienced. 

 

  Optional 

R1 D2004/602000 R2004/602000 

 0Ω = +4 dB +2 dB 

1,1Ω = +2 dB 0 dB 

2,2Ω = 0 dB -2 dB 

4,4Ω = -2 dB -4 dB 
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We recommend a 4 channel installation for 

normal sized cars, with front woofers door 

mounted, tweeters mounted in dashboard or 

on the A-pillar. Rear channels with both 

woofer and tweeter mounted in the rear 

doors. 

 

A 2 channel installation is a good option in 

smaller cars or pick-up trucks.  

 

Lists of components for Cross-over: 

High-pass 4. order Butterworth filter: 

 12 µF 

 18 µF  

 0,20 mH, <0,45 Ohm Air coil 

 0,82 mH, <0,80 Ohm Air coil 

Low-pass 2. order Butterworth filter: 

 0,47 mH, <0,35 Ohm Air coil 

 15 µF 

Resistor for attenuation of the tweeter: 

 R1: 10 W power resistor 

Crossover: Tweeter 4
th

 order -24db/oct. high-

pass filter. Woofer has a 1
st

-2
nd

 -6-12dB/oct. 

order low-pass filter. The crossover point is at 

2kHz.  

Preferred  

woofer position 

Preferred  

tweeter position 
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